
Rolba SUPER COMBI



Super Combi
A reliable partner when there is a job to be done. No matter how tough the job is, Super Combi 
will take care of it!

Many years of experience 
and feedback from our 
customers have made this 
product what it is today.



EQUIPPED WITH SUCTION AND 
HIGH PRESSURE JETTING



High pressure jetting pump:
-  Type: Pratissoli 3 cyl. piston pump. Mechanically  

driven by gearbox power take-off with  
magnetic coupling, which makes  
it more fuel efficient.

-  Capacity:  390 L/min, 150 bar  
(86 gallon/min at 2 175 psi) or  
340 L/min, 170 bar  
(77 gallon/min at 2 465 psi)

Suction hose reel:
-  Mounted on the left hand side of the tank, 

holds 30 meters of 3” hose.

-  There is an option of having this reel load 
straight to the sludge tank. With swivel. 

- Up to 2 reels can be mounted on the tank.

Tank:
-  Stainless steel tank (304) with inner tank for  

optimum weight distribution.

-    Volume up to 18m3 (4 000 gallons).

Vacuum pump:
- Hydraulically driven.

-  Capacity:  15 500 L/min - 33 000 L/min. 
(550 cfm - 1 200 cfm)

- Type: Vane or blower pumps.

-  Integrated secondary tank designed to 
achieve optimal effect and to protect against  
over suction.



Lights:
- 8 Work lights.

- 2 Extra reversing lights.

- 2 Flashing beacons.

Storage:
-  Hose tray made from stainless steel and 

 integrated with the tank.

-  Storage cabinets made in stainless steel, 
lockable and rubber seal on the doors with 
internal lighting and plastic lining  
on the bottom.

- Heating as an optional extra.

Manipulator/Cassette:
- 4” or 5” hose.

-  Manipulator pivots 170 degrees and has  
telescopic and tilting functions.

-  Hydraulic power enables the hose to be 
raised even when full.

Jetting hose reel: 
-  Hose reels are hydraulically driven with variable 

speed and they pivots 170 degrees. The reels are 
mounted on the rear door and protected by an 
outer hatch. Capacity on the reels are 150m 1” 
hose and 100m 1/2“ hose.

-  The 1” hose is fitted with a digital measuring 
system and hydraulic hose guide.



Available options:
-  Transfer pump. Capacity 1 500 L/min (330 gallons/min). Your choice 

when working, for example, with flooded areas.

-  High pressure jetting in sludge compartment: for easy debris removal.

- Adjustable water pressure from radio.

- 1 1/4” high pressure hose.

-  Heated cabinets for jetting hose reels, jetting pumps and tool cabi-
nets. Heated valves.

-  Hot water jetting system: Makes it easier when handling grease and 
when working with industrial cleaning.

-  Twin high pressure jetting pumps: Can be operated separately.  
Capacity:  510 L/min at 150 bar 

(112 gallon 2175 psi)

- ADR.

- Acid proof tank (316).



Jurop PVT400 Blower
Blower system with sound proof 

cabinet. Space for storage.

Jurop PVT200**/PR200*/PR250*
** Blower pump system.

* Vane pump system.

Tank construction in stainless steel
Driven directly from PTO-shaft  with 

magnetic clutch which makes it more 
fuel efficient.

High pressure jetting pump on frame
Inner and outer tanks for optimum 

weight distribution.

High pressure jetting pump cabinet
Heated cabinet to protect pump 

as an option.

Tip function
Hydraulic tipping tank for 

easy debris removal.



Central control system
Protected in lockable stainless steel cabinet. 

All electrical equipment in one place.

Control panel
In stainless steel, easy to operate. Switches 

logically positioned with clear symbols.

High pressure jetting hose reels
1/2” and 1” reels operates independent-

ly of each other. Pivotal 170 degrees.

Manipulator
4” or 5” suction hose.

Suction hose reel
Reel for storage. Operated manually or 

by remote control.

Remote control
Easy to operate. With many different 

functions.



Suction hose reel with swivel
For suction directly to sludge tank.
Driven manually/remote control.

Display
Volume, pressure, RPM, and 

hose length in meters.

Valves
Top and bottom valves protected 

behind outer hatch. Both have 
remote controlled air valves.

Hydraulic jetting hose guide
For correct placement of 1” 
high pressure jetti ng hose.

Stainless steel tool cabinet (optional)
In different sizes with lockable and 

rubber sealed doors.

Sanitary cabinet
Warm water for washing of hands. Room for 

soap dispenser.



Why Rolba?
We have over 50 years experience in the production of mobile jetti ng and suction units culminating in 
our latest models, the SUPER COMBI, MEDIUM COMBI, CITY COMBI, MZ and VAC. 

Our staff are long term employees with a wealth of experience and craftsmanship. We pride ourselves 
in good customer care and keep regular contact with our clients, seeking to enhance further devel-
opment of our units. Low noise levels and emissions are key elements of the Rolba product range. Our 
mission is to supply the market with products that are operator friendly, highly efficient, with health and 
safety in mind at all times.



Swedish quality and benefits
-  We at Rolba are renowned for our vast experience in building suction and high pressure jetti ng units 

and our user friendly approach to their designs.

- Tank built in stainless steel for a longer life expectancy.

- Hydraulic tipping tank makes it easier for debris removal and tank cleaning.

- Radio control with various functions.

-  Proportional hydraulics which improves fuel economy and 
lowers environmental impact.



Contact us

The confidence we have in our products, allows 
us to offer a 24 month warranty.

Rolba Svenska AB
Telephone: +46 291-47 10 50
Fax: +46 291-47 10 60
Website: www.rolba.se


